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		  Datasheet File OCR Text:


		  american accurate components, inc.                     tsop ultra precision resistor networks                 188 technology drive, unit h, irvine, ca 92618  tel: 949-453-9888    fax: 949-453-8889    email: sales@aacix.com  1      how to order     tsop            08   a   1003   b   c                             tcr (ppm/    c)                           r = + 5  s = + 10                          e = + 25  c = + 50                           resistance tolerance                          a = + 0.05%  b = + 0.10%                          c = + 0.25%  d =  + 0.50%                          f = + 1%                            resistance value  3 sig. fig & 1 multiplier + 1%                                                   circuit type/pattern  refer to circuit schematic  a, b, c, d, e                                                                           pins  8, 16                                                                             series                          ultra precision molded resistor      features          tsop high precision nicr thin film resistor         networks with tight ratio and tracking     10 standard circuits     tight tracking t.c.r  to  1 ppm     high stability thin film     2.3mm high from pc board, most fit for        high density compacted instruments.     custom circuit configuration is available       electrical specifactions     rated power per resistor at 70oc  60mw  maximum working voltage  75v  maximum overload voltage  150v  absolute tcr ppm/oc  50, 25,10, 5  absolute tolerance %  0.25, 0.1, 0.05    tsop schematic                              tsop 08                                                   tsop 16                               mechanical specifactions     mechanical protection  epoxy molded  resistive element  nicr film  terminal leads  tinned     typical performance     tcr  abs  tracking   5ppm  1, 2, 3, 5   10ppm  1, 2, 3, 5, 10   25ppm  1, 2, 3, 5, 10   50ppm  1, 2, 3, 5, 10        tol.  abs  ratio   0.05%  0.025, 0.05, 0.1   0.10%  0.025, 0.05, 0.1, 0.2   0.25%  0.025, 0.05, 0.1, 0.25, 0.5      0.5%  0.25, 0.1, 0.05      1%  0.5, 0.25, 0.1, 0.05  dimensions (mm)     model  a  b  c  d  e  f  g  h  tsop 08  5.5    0.3  5.3    0.3  2.3 max  8.0    0.2  1.27    0.2  0.4    0.05  0.2    0.1  0.3 min  tsop 16  10.5    0.5  5.3    0.3  2.3 max  8.0    0.2  1.27    0.2  0.4    0.05  0.2    0.1  0.3 min 

 american accurate components, inc.                     tsop ultra precision resistor networks                 188 technology drive, unit h, irvine, ca 92618  tel: 949-453-9888    fax: 949-453-8889    email: sales@aacix.com  2     circuit specification     circuit symbol  a  b  c  d  e  tsop 08  circuit layout options                               resistance range (  )  50.0 ~ 22.0k  50.0 ~ 10.0k  50.0 ~ 22.0k  50.0 ~ 22k  5 00 ~ 10.0k     circuit specification  C   16 pins     circuit symbol  a  b  c  tsop 16   circuit layout options                         resistance range (  )  50.0 ~ 22.0k  50.0 ~ 10.0k  50.0 ~ 22.0k              circuit symbol  d  e    tsop 16   circuit layout options                       resistance range (  )  50.0 ~ 22k  500 ~ 10.0k      performance     test  test method  requirements  operating temperature range    -55oc ~ 155oc  short time overload  2.5 x rated voltage for 5 secon ds    (0.1% + 0.05 )   temperature cycle  -55oc ~ 155oc for 5 cycles    (0.1% + 0.05 )   resistance to solder heat  260oc  5oc  for 10 secon ds    (0.05% + 0.05 )   moisture resistance load life  40  c, 90 ~ 95% r.h. rated voltage, 1,000 hours    (0.1% + 0.05 )   load life at 70  c  70  c, rated voltage, 1.5 hours on, 0.5 hours off, 1,00 0 hours    (0.1% + 0.05 )     the content of this specification may change withou t notification 5/15/2015  
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