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		  Datasheet File OCR Text:


		  ita-3630   ? supports intel ?  3 rd  generation core? i7/i5/i3 bga type cpu   ? intel ?  hm76 pch   ? support wide temperature -25 c ~ 60 c   ? supports three independent displays   ? 2 x 2.5" hdd or 1 x 2.5" hdd+1 x easy-swap cf/dom   ? built-in fxed bracket with 2 x usb2.0 port for dongle   ? supports 9 ~ 36v wide range dc input specifcations system chipset cpu intel i7-3555le processor intel i5-3610me processor intel i3-3210me processor intel celeron 1020e processor max speed 2.5 ghz 2.7 ghz 2.4 ghz 2.20 ghz l3 cache 6 mb 4 mb 3 mb 2 mb chipset intel hm76 bios ami spi 64 mb memory technology ddr3 1333/1600, non-ecc on board memory 4 gb on board socket 1 x 204-pin sodimm (up to 8gb per dimm) note: sodimm and hdd tray has mechanism interferences, only 1 x hdd or 1 x cf can be used when you request to expand memory size maximum capacity 12 gb display chipset intel integrated graphics hd4000, support direct x11 vga 1 x db15, max resolution up to 2048 x 1536 hdmi 1 x hdmi, support hdmi1.4 standard, max to 1920 x 1200 @ 60hz lvds built-in interface, support 48-bit dual channel convert to real i/o via cable (front panel, option) edp box header on board display option dual display: vga+hdmi triple display: vga+hdmi+edp ethernet controller intel i210-at,10/100/1000 mbps interface 2 x rj-45 storage hdd support 2 x 2.5" hdd or 2.5" hdd+cf module ssd 1 x internal msata i/o usb 2 x usb3.0 & 4 x usb2.0 serial port 2 x db9, rs232/422/485 with automatic fow control dio 1 x db9, 8-bit audio 2 (1 x line-0ut, 1 x mic-in) ps2 1 x ps2  lpt 1 x db26 (front panel, option) expansion slot mini pcie 1 x internal mini pcie (full-size) led & button led power x 1/storage x 1/fault x 1 button power on/off switch x 1 reset button x 1 power input voltage dc wide range 9v ~ 36v input interface 2-pin terminal block watchdog timer output system reset interval programmable 1~255 sec/min environment vibration   cf/ssd: 2g @ 5 ~ 500 hz, random 1oct./min,  1hr/axis 2.0grms @ 5 ~ 500 hz, sine 1hr/axis   hdd: 2g @ 5 ~ 500 hz, random 1oct./min,    1hr/axis 1.0grms @ 5 ~ 500hz, sine 1hr/axis iec 60068-2-6 iec 60068-2-64 operating temperature cf/ssd/msata, 0.7m/s air fow: -25 ~ 60 c hdd: 0 ~ 40 c iec 60068-2-1/   iec 60068-2-2/ iec 60068-2-78 storage temperature -40 ~ 85 c humidity 20 ~ 95% @ 40 c (non-condensing) vibration cf/ssd: 2 grms @ 5 ~ 500 hz, random 1 oct./ min, 1hr/axis hdd: 1 grms @ 5 ~ 500 hz, random 1 oct./min,  1hr/axis iec 60068-2-64 shock 20 g half sine, 11 ms hdd: 20 g half sine, 11ms iec 60068-2-27 mechanical features dimension (w x h x d) 253 x 86.6 x 240 mm install desktop/wall-mounting weight 4kg certifcations emc ce/fcc class a, ccc, bsmi safety ul,ccc,bsmi new intel ?  3 rd  generation core? i processor  fanless system for road surveillance ? u l rohs compliant 2002/95/ec all product specifications are subject to change without notice  last updated : 26-may-2014  intelligent transportation systems features                                 

 ita-3630 packing list  part no. description - 1 x ita-3630 2062363000 1 x driver cd 200k363000 1 x startup manual 1960059401n001 2 x supporting-angels 1652002205 1 x 2-pin terminal block ordering information any other gen2/gen3 cpu type request, please consult your distributor or sales representative. part number cpu (bga) onboard memory 2.5" hdd tray cf tray usb dongle bay ethernet com ITA-3630-00A1E i5-3610me 4gb ddr3 2 no yes 2 2 ita-3630-01a1e i5-3610me 4gb ddr3 1 yes yes 2 2 ita-3630-40a1e celeron 1020e 4gb ddr3 2 no yes 2 2 ita-3630-70a1e i7-3555le 4gb ddr3 1 yes yes 2 2  ita-3630-30a1e i3-3210me 4gb ddr3 2 no yes 2 2  optional accessory part no. description 1757003659 adapter 100-240v 65w 19v 3.42a  1700001947 power cord 2p usa 7a 125v 1.8m  1700001948 power cord 2p europe 2.5a 250v 1.8m  1700001949 power cord 2p uk 2.5a/3a 250v 1.8m  1700019592 parallel cable/d-sub 25p(f)/ide#2 26p-2.0 15cm 1700020692-01 lvds cable/d-sub 26p(f)/2*20p-1.25 15cm i/o front view i/o rear view reserved for i/o interface which can be directly  converted via cable (such as: lpt/lvds/com) ps2 hdmi usb2.0 x 4 audio dc input com x 2 bracket with 2 x usb2.0 interface easy-swap cf/dom module power switch dio lan x 2 vga usb3.0 x 2 dimensions unit: mm 20.00 234.00 140.00 50.00 253.00 r5.00 50.00 82.6 86.6 240.00 5.00 5.00 75.60 2.5hdd  www.advantech.com/products online download
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