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		  Datasheet File OCR Text:


		  features ? load life of 2000 hours at 105  ? switch power supply ? high frequency ? low impedance specifications operating temperature range (  ) -55  ~ +105  rated voltage range (v) 6.3 ~ 100 capacitance range (  f) 0.47 ~ 15000 capacitance tolerance (25  , 120hz) 20% leakage current (  a) 1=0.02cv or 3 whichever is greater (at 25  , after 2 minutes), c: nominal capacitance (  f)   v: rated voltage (v) dissipation factor (25  , 120hz) rated voltage 6.3 10 16 25 35 50 63 100 tan   0.22 0.19 0.16 0.14 0.12 0.10 0.09 0.08 add 0.02 per 1000  f or move. characteristics of low temperature impedance at -10  , 100khz8 2000 ripple current applied leakage current not more than the specified value. capacitance change within20% of the initial value dissipation factor not more than 200% of the specified value. shelf life (+105  ) 1000 hours. no voltage applied. after test:u r  to be applied for 30 minutes, 24 to 48 hours before measurement d imensions ( mm ) m ultiplier for ripple current ? d 5 6.3 8 10 13 16 18 f 2.0 2.5 3.5 5.0 7.5 ? d  0.05 0.5 0.6 0.8 a max d standard ratings  v  f 6.3v 10v 16v dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) 1 -- -- -- -- -- -- -- -- -- 2.2 -- -- -- -- -- -- -- -- -- 3.3 -- -- -- -- -- -- -- -- -- 4.7 -- -- -- -- -- -- -- -- -- 6.8 -- -- -- -- -- -- -- -- -- 10 -- -- -- -- -- -- -- -- -- 15 -- -- -- -- -- -- -- -- -- 18 -- -- -- -- -- -- -- -- -- 22 -- -- -- -- -- -- -- -- -- 27 -- -- -- -- -- -- -- -- -- 33 -- -- -- -- -- -- -- -- -- 39 -- -- -- -- -- -- -- -- -- 47 -- -- -- -- -- -- 5x11 1.4 194 56 -- -- -- -- -- -- 5x11 1.4 194 68 -- -- -- -- -- -- 5x12 0.93 201 82 -- -- -- -- -- -- -- -- -- 100 -- -- -- 5x11 1.3 221 6x11 0.85 300 120 -- -- -- 5x11 1.3 221 6x11 0.5 300 150 5x11 0.25 340 5x11 0.8 340 6x11 0.41 300 180 5x11 0.25 340 6.3x11 0.8 340 6x11 0.38 300 220 6x11 0.25 340 6x11 0.5 340 6x11 0.33 300 270 6x11 0.25 340 6.3x11 0.5 300 8x12 0.33 580 330 6x11 0.2 500 8x12 0.33 300 8x12 0.3 580 390 6x12 0.2 500 8x12 0.33 300 -- -- -- 470 6x12 0.2 650 8x12 0.29 580 8x12 0.28 870 560 8x12 0.2 650 8x12 0.25 580 8x16 0.28 870 680 8x12 0.22 650 8x12 0.13 580 8x16 0.26 850 820 8x14 0.15 870 8x16 0.1 870 8x19 0.18 1210 1000 8x16 0.15 870 8x16 0.1 850 10x17 0.12 1210 1200 8x16 0.15 870 10x17 0.095 1400 10x21 0.15 1400 1500 8x16 0.1 1150 10x21 0.092 1400 13x20 0.096 1400 1800 10x17 0.1 1300 10x25 0.08 1400 13x20 0.096 1900 2200 10x17 0.1 1300 13x20 0.065 1400 13x20 0.063 1900 2700 10x21 0.1 1550 13x21 0.065 1900 16x26 0.063 2130 3300 13x20 0.087 1900 13x20 0.065 1900 13x30 0.056 2550 3900 13x25 0.068 2060 -- -- -- 16x26 0.04 2850 4700 13x25 0.068 2130 13x26 0.06 2262 16x26 0.035 3200 5600 16x26 0.065 2350 16x30 0.06 2543 16x35 0.03 3300 6800 16x26 0.06 2560 16x30 0.048 2650 18x25 0.04 2820 8200 16x32 0.05 2950 16x35 0.048 2850 -- -- -- 10000 16x35 0.05 3050 16x40 0.035 3105 -- -- -- please visit our website to get more update data, those data & specification are subject to change without notice. radial aluminum electrolytic capacitor ? j r c www.jb capacitors.com www.jbcapacitors. hk e-mail: info@jbcapacitors.com     tel : (852)2790 5091    fax: (852)8169 8283

 standard ratings v  f 25v 35v 50v dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) 1 -- -- -- -- -- -- 5x11 3 45 2.2 -- -- -- -- -- -- 5x11 3 56 3.3 -- -- -- -- -- -- 5x11 2.8 75 4.7 -- -- -- 5x11 3 45 5x11 2 95 6.8 -- -- -- 5x11 3 55 5x11 1.8 104 10 -- -- -- 5x11 2 108 5x12 1.5 118 15 -- -- -- 5x11 2 108 5x12 1.5 118 18 -- -- -- 5x11 2 108 5x12 1.5 118 22 5x11 1.9 130 5x11 1 155 6x11 0.8 175 27 -- -- -- 5x11 1 155 6x11 0.8 175 33 -- -- -- 6x11 1.2 163 6x11 0.6 295 39 -- -- -- 6x11 1 205 6x11 0.6 295 47 5x11 1.3 198 6x11 0.5 340 6x12 0.4 295 56 5x11 1.3 198 6x11 0.5 340 6x12 0.4 560 68 5x12 0.82 228 6x11 0.5 340 8x12 0.4 560 82 6.3x11 0.55 340 6.3x11 0.3 650 8x12 0.3 560 100 6x11 0.55 300 8x12 0.3 650 8x12 0.3 760 120 6.3x11 0.42 650 8x12 0.3 650 8x16 0.25 730 150 8x12 0.42 650 8x12 0.3 650 8x19 0.2 1050 180 8x12 0.42 650 8x14 0.18 870 8x19 0.2 1050 220 8x12 0.42 650 10x17 0.18 870 10x17 0.2 1050 270 8x14 0.38 870 10x17 0.15 1210 10x21 0.15 1440 330 10x12 0.32 870 10x17 0.15 1210 10x21 0.13 1660 390 8x19 0.34 1020 10x17 0.13 1280 13x20 0.13 1720 470 10x17 0.25 870 10x17 0.1 1210 13x20 13x21 0.12 1950 560 8x19 0.22 1210 10x25 0.09 1400 13x21 0.12 1950 680 10x17 0.22 1210 13x20 0.09 1400 13x26 0.1 1950 820 10x25 0.18 1400 13x20 0.06 1900 13x25 0.08 2130 1000 10x21 0.2 1400 13x25 0.05 2130 13x25 0.08 2230 1200 13x20 0.18 1400 16x20 0.04 2310 13x30 0.05 2430 1500 13x20 0.16 1900 16x20 0.032 2485 16x26 0.03 2520 1800 13x26 0.12 2130 16x26 0.018 2750 16x32 0.02 2850 2200 13x26 0.12 2130 16x26 0.018 2820 16x35 0.015 2980 2700 13x26 0.1 2280 16x35 0.01 3150 18x40 0.01 3350 3300 16x26 0.08 2680 16x35 0.01 3310 18x40 0.01 3580 3900 16x26 0.08 2350 18x40 0.01 4013 -- -- -- 4700 16x26 0.08 2550 -- -- -- -- -- -- 5600 -- -- -- -- -- -- -- -- -- 6800 -- -- -- -- -- -- -- -- -- 8200 -- -- -- -- -- -- -- -- -- 10000 -- -- -- -- -- -- -- -- -- please visit our website to get more update data, those data & specification are subject to change without notice. www.jbcapacitors.com www.jbcapacitors. hk e-mail: info@jbcapacitors.com     tel : (852)2790 5091    fax: (852)8169 8283 radial aluminum electrolytic capacitor ? j r c

 standard ratings v  f 63v 100v dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) dxl impedance (? max) 20  100khz rated ripple current (ma.m.s./ 105  100khz) 1 -- -- -- -- -- -- 2.2 -- -- -- -- -- -- 3.3 -- -- -- -- -- -- 4.7 -- -- -- -- -- -- 6.8 -- -- -- -- -- -- 10 5x12 1.5 81 6x11 1.2 175 15 -- -- -- -- -- -- 18 -- -- -- -- -- -- 22 6x11 1.5 120 8x12 0.3 185 27 -- -- -- -- -- -- 33 6x11 1.5 120 10x13 0.32 255 39 -- -- -- -- -- -- 47 8x12 1 235 10x17 0.34 315 56 -- -- -- -- -- -- 68 10x13 1 235 10x21 0.245 360 82 -- -- -- -- -- -- 100 10x17 0.8 315 13x20 0.165 470 120 -- -- -- -- -- -- 150 -- -- -- -- -- -- 180 -- -- -- -- -- -- 220 10x21 0.3 470 16x26 0.095 930 270 -- -- -- -- -- -- 330 13x20 0.25 700 16x26 0.08 1620 390 -- -- -- -- -- -- 470 13x20 0.13 1820 16x31 0.05 1850 560 -- -- -- -- -- -- 680 16x26 0.1 2030 820 -- -- -- -- -- -- 1000 16x26 0.08 2230 -- -- -- 1200 16x30 0.06 2520 -- -- -- 1500 -- -- -- -- -- -- 1800 -- -- -- -- -- -- 2200 18x40 0.04 2810 2700 -- -- -- -- -- -- 3300 -- -- -- -- -- -- 3900 -- -- -- -- -- -- 4700 -- -- -- -- -- -- 5600 -- -- -- -- -- -- 6800 -- -- -- -- -- -- 8200 -- -- -- -- -- -- 10000 -- -- -- -- -- -- please visit our website to get more update data, those data & specification are subject to change without notice. www.jbcapacitors.com www.jbcapacitors. hk e-mail: info@jbcapacitors.com     tel : (852)2790 5091    fax: (852)8169 8283 radial aluminum electrolytic capacitor ? j r c
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