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		  Datasheet File OCR Text:


		  www.novaelectric.com novasales@theallpower.com nov a  el e c c t t ric nova electric utilizing field proven technology, this family of rugged pure sinewave dc-ac inverters is suitable for harsh environments and can be customized for unique applications including: utilizing field proven technology, this family of rugged pure sinewave dc-ac inverters is suitable for harsh environments and can be customized for unique applications including: shelters rail tactical systems ground support  mil-std-810     a p p l i c c a a t t io n s applications a p p l i c a t i o n s rugged rugged rugged a leader in dc-ac inverter technology since 1966 - 120va to 35+kva made in usa galaxy  series galaxy  series tm pure-sinewave dc-ac inverters pure-sinewave dc-ac inverters pure-sinewave dc-ac inverters input: i n p u t : 62-84 vdc 6 2 - 8 4   v d c output:  120v or 220v  1? o u t p u t :     1 2 0 v   o r   2 2 0 v     1 ?          50, 60, or 400 hz                 5 0 ,   6 0 ,   o r   4 0 0   h z power:   120 va - 35+ kva p o w e r :       1 2 0   v a   -   3 5 +   k v a a mil y  o f  ru gg e d amily of rugge d utility applications mobile systems mil-std-167 mil-std-461    

 iso 9001 a division of technology dynamics, inc. 100 school st., bergenfield nj 07621 web : : www.novaelectric.com www.novaelectric.com e-mail : novasales@theallpower.com  phone : (201) 385-0500   fax  : (201) 385-0702 nova electric specifications applications electrical protective features environmental partial model selection rugged pure sinewave dc-ac inverter can meet mil-std-810, mil-std-1399, mil-s-901, mil-std-704, & mil-std-461 optionally input: 62 - 84vdc output: specify 120 or 220vac 1? (three-phase output optional) frequency:  specify 50, 60, or 400hz voltage regulation:  2% nl to fl frequency regulation:   0.5% nl to fl harmonic distortion:  5% thd power factor: 0.7 lead to 0.7 lag efficiency at full load: 75-88% typical overload: 125% for 5 minutes current limit, short circuit protection,  thermal protection, semiconductor protection, and (optional) isfn operating temp.:  -20 to +50c (extended range optional) storage temp. range:  -40 to +71c humidity:  to 95% non-condensing elevation:  15,000 ft. (4,572m) operating; 40,000 ft. (12,192m) non-operating shock: 20g for 11ms half sinewave audible noise:  less than 55 dba at 5 ft. options ?   ruggedization against shock, vibration and humidity ?   additional meters ?   input transient filter (isfn) ?   transfer switch ?   floor mount feet mtbf: 100,000 hours   mtbr: 30 minutes  (assuming qualified tech) ?   output volt & amp meters ?   input power on lamp standard indicators high-reliability 60 hz output output continuous a pprox. siz e models v a c freq( hz ) ouput power weight( lb) ( hx wx l)  inches gh5060-72 120 60 500va 95 24"x20.75"x7.15" gh1k60-72 120 60 1kva 95 24"x20.75"x7.15" gh2k60-72 120 60 2kva 120 30"x24"x8" gh3k60-72 120 60 3kva 130 30"x24"x12" gh5k 60-72 120 60 5kva 140 30"x24"x12" gh7.5k60-72 120 60 7.5kva 175 36"x24"x16" gh10k60-72 120 60 10 kva 260 36"x24"x16" gh15k60-72 120 60 15 kva 350 42"x30"x21.20" GH20K60-72 120 60 20 kva c/f 42"x30"x21.20" gh25k60-72 120 60 25kva c/f 54"x36"x16" gh30k60-72 120 60 30kva c/f 54"x36"x16" gh35k60-72 120 60 35kva c/f 54"x36"x16" the transformer isolated galaxy series inverters are extremely rugged by design, and feature an optional advanced internal suppression filter network (isfn) to suppress the significant transients usually associated with rail and military  applications. the units are also extremely reliable, designed to provide many years of service in harsh shock, vibration, humidity, and emi environments. typical 3-6kva chassis 
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