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		  Datasheet File OCR Text:


		  acp-1010/1320   ? space-saving 1u rackmount chassis, ideal building block for business  expansion   ? supports full-size shb/sbc or atx/microatx motherboards   ? led indicators for lan connectivity, alarm notifcation of power supply, hdd  activity, system fan, and in-chassis temperature   ? acp-1010: supports a slim odd and two disk drives   ? acp-1320: supports dual mobile sas / sata hdd trays   ? supports up to 2 expansion slots in bp version, and  1 expansion slot via riser  card in mb version   ? supports both 250w/300w atx/pfc power supply   ? effcient cooling design prevents the system from over-heating specifcations drive bay front-accessible internal slim optical disk drive 1 - 3.5" 1/2 sas/sata (mobile trays compatible with 2.5" hdd/ssd) 1 (2.5") cooling fan bp: 4 (4 cm/24 cfm x 3 + 15 cfm x 1)      mb: 2 (4 cm/24 cfm each) front i/o interface usb 2 miscellaneous  notifcation leds system: power, hdd, temperature, fan, lan1 and lan2 control power switch, system reset & alarm reset button rear panel one 9-pin d-sub opening environment operating  non-operating temperature 0 ~ 40 c (32 ~ 104 f) -20 ~ 60 c (-4 ~ 140 f) humidity 10 ~ 85% @ 40 c, non-condensing 10 ~ 95% @ 40 c, non-condensing vibration (5 ~ 500 hz)  0.5 grms 2 g  shock 10 g (with 11 ms duration, half sine wave) 30 g physical characteristics dimensions (w x h x d) 480 x 44 x 497 mm (19" x 1.7" x 19.6") / 480 x 44 x 617 mm (19" x 1.7" x 24.3")   weight 8 kg (17.6 lb) / 8.8 kg (19.4 lb) * this chassis supports up to intel ?  pentium ?  4 84w, core?2 duo, core?2 quad 95w and core i7-2600 95w processors. we suggest that the acp-1010 should be operated under  35 c if it uses a core?2 quad or core i7-2600 processor. this is due to the thermal and the power consumption of the sas hdd being much higher than the sata hdd while the  system is operating. slim odd acp-1010mb acp-1010bp acp-1010bp/1320bp acp-1010mb/1320mb system reset system-monitoring indicators one 3.5" drive bay power switch alarm reset dual usb acp-1010 acp-1320 led indicators one 3.5" drive bay alarm reset system reset dual usb slim optical disk drive 1u rackmount chassis for full-size    shb/sbc or atx/microatx motherboard  with dual sas/sata hdd trays inside view front view power  supply rear view power  supply rohs compliant 2002/95/ec all product specifications are subject to change without notice  last updated : 3-dec-2013  industrial computer chassis features

 508.7 [20.03] 31.8 [1.25] 464.8 [18.30] 479.9 [18.89] 42.8 [1.69] 426 [16.77] 43.9 [1.73] 22 [0.87] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 497 [19.57] 82 [3.23] 500 [19.96] 508.7 [20.03] 31.8 [1.25] 464.8 [18.30] 479.9 [18.89] 42.8 [1.69] 426 [16.77] 43.9 [1.73] 22 [0.87] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 497 [19.57] 82 [3.23] 500 [19.96] 628.66 [24.75] 31.8 [1.25] 42.8 [1.69] 426 [16.77] 464.8 [18.30] 479.9 [18.89] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 617 [24.29] 43.9 [1.73] 21.4 [0.84] 83 [3.27] 620 [24.41] 628.66 [24.75] 31.8 [1.25] 42.8 [1.69] 426 [16.77] 464.8 [18.30] 479.9 [18.89] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 92.1 [3.63] 617 [24.29] 43.9 [1.73] 21.4 [0.84] 83 [3.27] 620 [24.41] dimensions unit: mm [inch] ordering information part number power supply backplane version acp-1010bp-00xe - acp-1320bp-00xe - motherboard version acp-1010mb0-00xe - acp-1320mb0-00xe - *acp-1010mb/1320 mb does not support aimb-763, 542, 562 and 564 because the height  of the audio connector is over 1u. optional accessories  part name description 96CB-SATAPOWER-6P1 sata power wire 6-pin to big 4-pin  (for slim odd) 1960048353t000 i/o shield for aimb-780/767/580/566 1960055954t000 i/o shield for aimb-781/581 19z0000406t000 i/o shield for asmb-781/782/820 acp-1320mb-fan0e acp-1320 fan kit for supporting asmb * ordering 1 piece of each acp-1320mb-fan0e and asmb rear i/o shield is mandatory for  confguring asmb with acp-1320mb chassis. power supply options (for detailed power supply specs, please refer to chapter 13)   part name specifcations watts input bp: 1757001797 (atx, pfc) 250w ac 100 ~ 240 v (full-range) mp: 1757001457 (atx, pfc) bp: 1757000160g (atx, pfc) 300w ac 100 ~ 240 v (full-range) mp: 1757000263 (atx, pfc) backplane options part name  slot cpu card picmg 1.3  pce-5b03v-01a1e  one cpu, one pcie x16, one pci  (32-bit/33 mhz)  pce-5000 series pce-5b03v-00a1e one cpu, one pcie x16,    one pcie x4 picmg 1.0 989k610302e (pca-6103p2v-0a2e) one cpu, 2 pci (32-bit/33 mhz) picmg 1.0 full-size sbc spare parts part name description 2130007889s000 filter 170 x 32 x 5 mm for acp-1010 9662132020e black mobile hdd tray acp-1320bp acp-1010bp acp-1010/1320 acp-1010mb acp-1320mb  www.advantech.com/products online download
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