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		  Datasheet File OCR Text:


		  psh2 series compact coaxial connector 141028 specifications applications ?wireless lan, portable pc, mobile phone, measurement equipments, bluetooth.  1.3 (4.6) (3.8) 2.1 psh2-lp-od0.81-cr3 receptacle plug 2 psh series 1.5 receptacle plug psh2 series psh2 series mating height frequency    range dc to 6ghz 50  characteristic  impedance ddks psh2 ultra-compact miniature coaxial connector provides t he  optimal  balance  of  performance  and  size.    this  surface  mounted  (smt) rf connector with vswr performance of 1.3 at dc to 3ghz  and vswr of 1.5 at 3 ghz to 6 ghz and a stacking height of 1.5m m.  this  low  cost  connector  is  suitable  for  wireless  lan  applications  based upon ieee 802-11a. outline ?applicable frequency ranges dc to 3ghz or 3ghz to 6ghz ?utilizes 50 ohm coaxial cable size of  0.81mm ?compact and uktra-low profle mated height of 1.5mm ?30 mate/demate cycles ?custom cable lengths available ?applicable for ieee 802.11a applications ? tape and reel package for automated mounting machine ?rohs compliant feature characteristic impedance 50  rated voltage 60vac(r.m.s.) dielectric withstanding voltage 200v ac(r.m.s.) / 1 minute insulation resistance 500m  mim. at 100v dc contact resistance contact : 20m  max. outer conductor : 10m  max. v.s.w.r. 1.3 max. at dc to 3ghz 1.5 max. at 3 to 6ghz operating temperature ?40 to +85  the specifcations are typical but may not apply to all connectors.  please check     the specifcations on each item with its drawing from us when you use. 01   2 3456 1.7 1.6 1.5 1.4 1.3 1.2 1.1 1.0 frequency (ghz) psh2-lp-od0.81-cr3(l=200mm ,both ended hemess dc to 6ghz   vswr vswr ddk ltd.  http://www.ddknet.co.jp  please acknowledge that the specifcation etc. of this catalog might change by the improvement etc. without notice.  moreover, the characteristic and the specifcation of the published product are the reference values.  please confrm the content with the latest delivery specifcations when you use the product.

 2   receptacle part number outer  conductor finish quantity psh2-sr-ps-1000  au reel packaging 1000 pcs./ reel psh2-sr-ps-5000  au 5000 pcs./ reel pcb monting dimensions sig gnd 1.85 1.7 1.3 ?1.4 0.85 sig 0.3 1.7 2 gnd gnd 1.5 pattern prohibited area 1.3 1.3 0.6 0.5 1.4 2.6 0.5 psh2-sr-ps  tape and reel packaging 3p)4 $pnqmjbou 3p)4 $pnqmjbou material/ finish item material / finish receptacle outer conductor copper alloy / au plating  contact copper alloy / au plating insulator thermoplastic resin / black  packaging specifcations  reel dimensions ?50min. psh2-sr-ps-1000?178 psh2-sr-ps-5000?330 18.4 max. user direction of feed 13.4 12 5.5 1.75 2 4 8 1.5 center conductor  emboss tape dimensions  14)4fsjft http://www.ddknet.co.jp  please acknowledge that the specifcation etc. of this catalog might change by the improvement etc. without notice.  moreover, the characteristic and the specifcation of the published product are the reference values.  please confrm the content with the latest delivery specifcations when you use the product. unitmm

 3  plug cable assembly applicable  cable part number outer conductor  finish dia.  0.81 psh2-lp-od0.81-cr3     au   plug connector is available in only cable assembly.  cable size center conductor insulator outer  conductor cable dia. characteristic  impedance attenuation  max.(db/m) 3ghz 6ghz o.d.  0.81 7/0.05awg36  0.4 single braid  0.81 50  6.2 9.4 ag plating fep sn plating fep applicable cable size 3p)4 $pnqmjbou 3p)4 $pnqmjbou material/ finish item material / finish plug outer conductor copper alloy / au plating contact copper alloy / au plating insulator thermoplastic resin / black  adapter DMP-SA-PSH2J 1.3 (4.6) (3.8) 2.1 psh2-lp-od0.81-cr3 receptacle plug 2 psh series 1.5 receptacle plug psh2 series psh2 series (11.3) hex dia. 8 DMP-SA-PSH2J  14)4fsjft iuuqxxxeelofudpkq ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu 6oju�nn

 cable lengthl tolerance 25QlQ200 3 200  l Q 500 5 500  l Q 1000 10 1000  l     1.5  cable assembly 80-076-0009-xxxx-x-x cable colorfep lengthmm4 fg. 1black,  3gray, connectors anglerefer to table 1 4 table 1. connector angle table 2. cable length   200mm : 0200 basic no.  `   L  ?? 25QlQ200 3 200lQ500 5 500lQ1000 10 1000l 1.5 80-076-0009-xxxx-x-x ? ? `???fep) 1\ ? 2 ? 3 ? 4 ? 5 ? ??(1) L?mm4? 2.`?L connector angle3 connector angle4 1.???  200mm?? 0200??? \????? connector angle connector angle2  `   L  ?? 25QlQ200 3 200lQ500 5 500lQ1000 10 1000l 1.5 80-076-0009-xxxx-x-x ? ? `???fep) 1\ ? 2 ? 3 ? 4 ? 5 ? ??(1) L?mm4? 2.`?L 3 4 1.???  200mm?? 0200??? \?????  2  14)4fsjft http://www.ddknet.co.jp  please acknowledge that the specifcation etc. of this catalog might change by the improvement etc. without notice.  moreover, the characteristic and the specifcation of the published product are the reference values.  please confrm the content with the latest delivery specifcations when you use the product. unitmm

  instruction manual       when mating the connector, please insert the connector along the center conductor.       when unmating the connector, please pull of vertically by using below tool        no.357j-k8035-01. excessive torsional mating causes to be broken.  ?allowable cable load at mating do not add the load more than right fgure.  refow temperature profle   2n max.)  4n max.)  2n max.)  pull-o? tool ? insert ? pull o? vertically 50 100 150 200 230 260 temperature[] pre-heating 150200 60120sec 230 max. 3035sec max260 time[sec]  above refow temperature plofle can be fuctuated by sort of the solder paste. please test the      soldering temperature beforehand.   the temperature is measured at the terminal area.  refow cycle is up to twice. 5  x  2n  x pull-o? tool e   insert e   pull o? vertically (357j-k8035-01)  x  2n  x pull-o? tool e   insert e   pull o? vertically (357j-k8035-01)  14)4fsjft iuuqxxxeelofudpkq ? 1mfbtfbdlopxmfehfuibuuiftqfdjpdbujpofudpguijtdbubmphnjhiudibohfczuifjnqspwfnfoufudxjuipvuopujdf y.psfpwfs
uifdibsbdufsjtujdboeuiftqfdjpdbujpopguifqvcmjtifeqspevdubsfuifsfgfsfodfwbmvft y1mfbtfdpopsnuifdpoufouxjuiuifmbuftuefmjwfsztqfdjpdbujpotxifozpvvtfuifqspevdu 6oju�nn
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