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		  Datasheet File OCR Text:


		  1 confguration design   portable frequency range   5.25 to 5.85 ghz polarization   v ertical interface 1   n male electrical specifcations   description   minimum   t ypical   maximum   units   impedance     50    ohms   gain       3.8   dbi   horizontal half power beam width     45     degrees   vertical half power beam width     360     degrees   input power       50   w atts   input  vswr       2:1    .     mechanical specifcations radome material   fiberglass size length   10.8 in [274.32 mm] width   0.812 in [20.62 mm] . weight   0.27 lbs [122.47 g] environmental specifcations compliance certifcations   (see product page  for current document)   plotted and other data notes:   click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:   antenna operates from 5.25 ghz to 5.85 ghz with a maximum 3.8 dbi gain n male input  connector rated   PE51125A PE51125A PE51125A  rev 1.0 antenna operates from 5.25 ghz to 5.85 ghz with a  maximum 3.8 dbi gain n male input connector rated  technical data sheet 

 2 antenna operates from 5.25 ghz to 5.85 ghz with a maximum 3.8 dbi gain n male input connector rated from paster - nack enterprises has same day shipment for domestic and international orders. our rf, microwave and millimeter wave  products maintain a 99.4% availability and are part of the broadest selection in the industry. click the following link (or enter part number in search on website) to obtain additional part information including price,  inventory and certifcations:  antenna operates from 5.25 ghz to 5.85 ghz with a maximum 3.8 dbi gain n male input con - nector rated   PE51125A url:  https://www.pasternack.com/single-antenna-5.25-5.85-ghz-0-dbi-gain-n-PE51125A-p.aspx       PE51125A PE51125A  rev 1.0 antenna operates from 5.25 ghz to 5.85 ghz with a  maximum 3.8 dbi gain n male input connector rated  technical data sheet 

 3 PE51125A  rev 1.0 antenna operates from 5.25 ghz to 5.85 ghz with a maximum  3.8 dbi gain n male input connector rated PE51125A  cad drawing  
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Price & Availability of PE51125A 
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