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		  Datasheet File OCR Text:


		  phoenix   contact   deutschland   gmbh page   1   /   5 http://www.phoenixcontact.de mar   24,   2010 extract   from   the   online catalog ? DEK-REL-G24/21 order   no.:   2964500 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2964500 ? ? relay   terminal   block,   with   soldered-in   miniature   power   relay,   contacts (agsno):   medium   to   large   loads,   1   pdt,   input   voltage   24   v   dc,   for assembly   on   ns   35/7.5,   terminal   width   6.2   mm ? commercial   data ean 4017918117733 pack 10   pcs. customs   tariff 85364190 weight/piece 0.02738   kg catalog   page   information page   117   (if-2009) product   notes weee/rohs-compliant   since: 05/05/2006 http:// www.download.phoenixcontact.com please   note   that   the   data   given here   has   been   taken   from   the online   catalog.   for   comprehensive information   and   data,   please   refer to   the   user   documentation.   the general   terms   and   conditions   of use   apply   to   internet   downloads. technical data coil   side nominal   input   voltage   u n 24   v   dc input   voltage   range   in   reference   to   u n 0.8   ...   1.1 nominal   input   current   at   u in 9   ma typical   response   time 8   ms

 DEK-REL-G24/21 order   no.:   2964500 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2964500 phoenix   contact   deutschland   gmbh page   2   /   5 http://www.phoenixcontact.de mar   24,   2010 typical   release   time 5   ms operating   voltage   display yellow   led name   of   protection polarity   protection protective   circuit/component polarity   protection   diode contact   side contact   type single   contact,   1-pdt contact   material agsno maximum   switching   voltage 250   v   ac/dc minimum   switching   voltage 12   v   ac/dc maximum   inrush   current 6   a min.   switching   current 10   ma limiting   continuous   current 6   a interrupting   rating   (ohmic   load)   max. 140   w   (for   24   v   dc) 20   w   (for   48   v   dc) 18   w   (for   60   v   dc) 23   w   (for   110   v   dc) 40   w   (for   220   v   dc) 1500   va   (for   250   v   ac) general   data width 6.2   mm height 56   mm depth 80   mm test   voltage   relay   winding/relay   contact 4   kv   ac   (50   hz,   1   min) ambient   temperature   (operation) -20   c   ...   50   c ambient   temperature   (storage/transport) -20   c   ...   70   c operating   mode 100%   operating   factor service   life   mechanical approx.   10 7   cycles standards/regulations iec   60664 iec   60664   a din   vde   0110 iec   60255/din   vde   0435   (in   relevant   parts) din   en   50178/din   vde   0160   (in   relevant   parts) pollution   degree 2 surge   voltage   category iii

 DEK-REL-G24/21 order   no.:   2964500 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2964500 phoenix   contact   deutschland   gmbh page   3   /   5 http://www.phoenixcontact.de mar   24,   2010 mounting   position any assembly   instructions in   rows   with   zero   spacing connection   data type   of   connection screw   connection conductor   cross   section   solid   min. 0.2   mm2 conductor   cross   section   solid   max. 2.5   mm2 conductor   cross   section   stranded   min. 0.2   mm2 conductor   cross   section   stranded   max. 2.5   mm2 conductor   cross   section   awg/kcmil   min. 24 conductor   cross   section   awg/kcmil   max 14 stripping   length 8   mm screw   thread m3 certificates   /   approvals   certification cul,   gost,   ul accessories item designation description assembly 2716949 d-dek   1,5   gn cover   for   setting   the   end   of   a   terminal   row,   color:   green bridges 2716648 eb   2-   dik   bu cross   connector/bridge,   number   of   positions: ? 2,   color: ? blue 2716693 eb   2-   dik   rd cross   connector/bridge,   number   of   positions: ? 2,   color: ? red 2716651 eb   3-   dik   bu cross   connector/bridge,   number   of   positions: ? 3,   color: ? blue 2716745 eb   3-   dik   rd cross   connector/bridge,   number   of   positions: ? 3,   color: ? red 2716664 eb   4-   dik   bu cross   connector/bridge,   number   of   positions: ? 4,   color: ? blue 2716758 eb   4-   dik   rd cross   connector/bridge,   number   of   positions: ? 4,   color: ? red 2716677 eb   5-   dik   bu cross   connector/bridge,   number   of   positions: ? 5,   color: ? blue 2716761 eb   5-   dik   rd cross   connector/bridge,   number   of   positions: ? 5,   color: ? red 2716680 eb   10-   dik   bu cross   connector/bridge,   number   of   positions: ? 10,   color: ? blue

 DEK-REL-G24/21 order   no.:   2964500 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2964500 phoenix   contact   deutschland   gmbh page   4   /   5 http://www.phoenixcontact.de mar   24,   2010 2716774 eb   10-   dik   rd cross   connector/bridge,   number   of   positions: ? 10,   color: ? red 2715940 eb   80-   dik   bu cross   connector/bridge,   number   of   positions: ? 80,   color: ? blue 2715953 eb   80-   dik   rd cross   connector/bridge,   number   of   positions: ? 80,   color: ? red 2715788 eb   80-   dik   wh cross   connector/bridge,   number   of   positions: ? 80,   color: ? white diagrams/drawings circuit   diagram

 DEK-REL-G24/21 order   no.:   2964500 http://eshop.phoenixcontact.de/phoenix/treeviewclick.do?uid=2964500 phoenix   contact   deutschland   gmbh page   5   /   5 http://www.phoenixcontact.de mar   24,   2010 address phoenix   contact   deutschland   gmbh flachsmarktstr.   8 32825   blomberg,germany phone   +49   5235   3   12000 fax   +49   5235   3   41200 http://www.phoenixcontact.de ?   2010   phoenix   contact technical   modifications   reserved;
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