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		  Datasheet File OCR Text:


		  classification: "lithium coin" chemical system: lithium / manganese dioxide (li/mno 2 ) designation: ansi / neda-5003lc, iec-cr2025 nominal voltage: 3.0 volts typical capacity: 163 mah (to 2.0 volts) (rated at 15k ohms at 21c) typical weight: 2.6 grams (0.08 oz.) typical volume: 0.8 cubic centimeters (0.05 cubic inch) max rev charge: 1 microampere energy density: 176 milliwatt hr/g, 616 milliwatt hr/cc typical li content: 0.078 grams (0.0028 oz.) ul listed: mh29980 load cutoff 2.0v (ohms) (hours) 15,000 845 bkgnd drain: continuous 15k ohms 0.193 ma @2.9v pulse drain: 2 seconds x 12 times/day 400 ohms 6.8 ma @2.7v lithium coin  ?energizer holdings, inc. - contents herein do not constitute a warranty. typical drains: at 2.9v  (ma) 0.193 pulse test at 21c (70f) typical discharge characteristics internal resistance characteristics important notice this datasheet contains typical information specific to products manufactured at the time of its publication.  energizer cr2025 schedule: simulated application test typical performance at 21c (70f) continuous specifications mm (inches) industry standard dimensions safety : (1) keep out of reach of children.?  swallowing may lead to  serious injury or death in as little as 2 hours due to chemical burns and  potential perforation of the esophagus.?  immediately see doctor; have  doctor phone (202) 625-3333.  (2) battery compartment design . to prevent children from removing  batteries, battery compartments should be designed with one of the  following methods: a) a tool such as screwdriver or coin is required to  open battery compartment or b) the battery compartment door/cover  requires the application of a minimum of two independent and  simultaneous movements of the securing mechanism to open by hand.  screws should remain captive with the battery door or cover. product datasheet       1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 0 200 400 600 800 1000 voltage, ccv   service, hours     load:  15k ohms  -   continuous   typical drain @ 2.9v:  0.193 ma   0 20 40 60 80 100 120 1.8 2.0 2.2 2.4 2.6 2.8 3.0 3.2 0 25 50 75 100 125 150 200 ir, ohms   voltage, ccv   capacity, mah   ir   pulse   bkgnd     1 - 800 - 383 - 7323 usa/can   www.energizer.com   form no. ebc - 4119k page 1 of 1  2.50 (0.098) 2.20 (0.087) 2.18 (0.086) ref. 1.88 (0.074) ref. 8.00 (0.315) minimum 20.00 (0.787) 19.70 (0.776) 0.20 (0.008) maximum ref. permissible deflection from a flat. 0.03 (0.001) minimum ref. (applies to top edge of gasket or edge of crimp, whichever is higher.)  this battery has underwriters  laboratories component recognition
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