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		  Datasheet File OCR Text:


		  avs-290 desktop/wallmount intel ?  xeon ?  e3-1200  video wall controller, supporting 8-output  video wall   ? validated by matrox   ? supports mura card : 2 mura mpx-4/4   ? maximum video input: 8 analog/digital   ? maximum video output: 8 analog/digital   ? processor : intel xeon e3-1200 series up to 4 cores/ 8 threads   ? memory: ddr3-1333mhz (ecc) u-dimm up to  32gb   ? remote management: ipmi, advantech remote monitoring utility specifcations processor system chipset intel c206 chipset cpu intel lga1155 xeon e3-1200 / core i3-2120 / pentium g850 single processor  l2 cache 8mb/6mb/3mb front side bus - memory dual channel ddr3 ecc/non-ecc 1066/1333 mhz up to 32gb graphics controller aspeed ast2300 (needs being disabled when mura mpx is installed) vram 64 mb expansion slot pcie gen.2 x16  2  (for mura mpx installation. auto switch to x8 link if slot 4 is occupied) pcie gen.2 x4 1 pcie gen.2 x1 1 pci 32bit/33mhz 3 drive bay slime optical disk drive bay - 5.25" front-accessible 1 3.5" hot-swappable 2 x sata 3.5" internal 1 x sata ethernet interface quad 10/100/1000 mbps gigabit ethernets controller gbe lan1: intel 82579lm; gbe lan2: intel 82574l; gbe lan3/4: intel 82580db front i/o interface usb 2 x usb2.0 rear i/o interface usb 4 x usb2.0 ps/2 2 com 1 (rs-232), com1 don't suppoer wake-om-modem) disaplay 1 x vga parallel - rj-45 4 watchdog timer output interrupt, system reset interval programmable, 1 ~ 255 sec/min power supply power output wattage 80+ bronze 400w atx ps/2 single power supply input range ac 100 ~ 240 v cooling chassis fan 1 (12 cm/85 cfm) + 1 (6 cm/27.7cfm) air filter yes miscellaneous led indicators power status, hdd activity, temperature and fan status remote management advantech remote monitoring utility environment operating non-operating temperature 0 ~ 40 c (32 ~ 104 f) -20 ~ 60 c (-4 ~ 140 f) humidity 10 ~ 85% @ 40 c 10 ~ 95% @ 40 c vibration (5-500 hz) 0.5grms 2grms shock 10g (with 11 ms duration, half sine wave) 30g physical characteristics dimension 200 x 320 x 480 mm (7.9" x 12.6" x 18.9") powered  by  mura mpx ? all product specifications are subject to change without notice  last updated : 16-oct-2015  video wall controllers features     

 avs-290 ordering information advantech p/n description avs-290-00a1e desktop/wall-mount xeon e3-1200 video wall controller  supporting dual mura mpx 1960047669n001 cooler for xeon e3-1200 series cpu with tdp up to 95w note: purchasing this cpu cooler is a must, other brand cpu cooler may result in compatibility issue. optional accssories item advantech p/n 2130006149s000 filter cover pca-audio-hda1e hd audio-card (occupying 1 expansion slot) system contents item advantech p/n quantity avs-290 bare-bone system n/a 1 driver cd  2066s78100 1 note: cpu cooler needs to be purchased separately. dimensions installation unit: mm [inch] unit: mm [inch] 214.6 [8.45] 230 [9.06] 153.1 [6.03] 153.1 [6.03] 282.2 [11.11] 24 [0.94] 24 [0.94] 8-?5.2 6-?5.2 334.6 [13.17] 350 [13.78] 8-?10 480 [18.90] 200 [7.87] 320 [12.60] compatible processors advantech p/n description 96mpxe-3.1-6m11t xeon 3.1g 6m 1155p 4core e3-1225(g) 96mpxe-3.4-8m11t xeon 3.4g 8m 1155p 4core e3-1275(g) 96mpi3-3.3-3m11t core 3.3g 3m 1155p 2core i3-2120(g)  validated matrox mura cards advantech p/n model output input 96vg-2g-pe-ma mura mpx-4/0 4 0 96vg-2g-pe-ma1 mura mpx-4/2 4 2 96vg-2g-pe-ma2 mura mpx-4/4 4 4 96vg-1g-pe-ma mura mpx-sdi 2 2 96vg-128m-pe-ma mura mpx-v8 0 8 96vg-256m-pe-ma mura mpx-v16 0 16 validated os advantech p/n os for embedded system 968qs28f08 windows server ?  2008 with hyper-v? standard 64 bit 968qsv2845 windows server ?  2008 without hyper-v? standard 64 bit 968qw7proe windows ?  7 professional 64 bit inside view rear view easy-to-maintain  reusable fan flter dual sas/sata hdd trays easy-to-maintain power supply bracket hold-down  clamp power temp fan hdd dual usb 2 mura mpx-4/4 system reset alarm reset power switch 5.25" drive bay (odd needs to be  purchased separately)  www.advantech.com/products online download
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