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		  Datasheet File OCR Text:


		  1. features  we declare that the material of product  compliance with rohs requirements and halogen free.  s- prefix for automotive and other applications requiring      unique site and control change requirements; aec-q101      qualified and ppap capable.  extremely small surface mounting type.  high speed.  high reliability. 2. applications  high speed switching 3. device marking and resistor values 4. maximum ratings(ta = 25oc) peak reverse voltage  dc reverse voltage peak forward current  mean rectifying current  surge current (1s)  junction temperature storage temperature  5. electrical characteristics (ta= 25 oc ) reverse current   (vr=80v) L1SS400BST1G 5000/tape&reel 3 device marking shipping ir forward voltage vf (if=100ma) characteristics symbol capacitance between terminals ct (vr=0.5v,f=1mhz) reverse recovery time trr (vr=6v,if=10ma,rl=100 ? ) 100 min - - - - typ - l1ss400bst5g s-l1ss400bst5g switching diode symbol limits unit isurge tj tstg l1ss400bst3g 3 8000/tape&reel l1ss400bst5g 3 10000/tape&reel 500 125 -55~+125 parameter  vrm vr ifm io 90 80 225 - 0.72 3 - 4 unit v a pf ns 0.1 v v ma ma ma   max 1.2 leshan radio company, ltd. rev.c   mar.  2018 1/3 1 2 cathode anode sod882 1 2

 l1ss400bst5g,s-l1ss400bst5g switching diode 6.electrical characteristics curves 0.0001 0.001 0.01 0.1 1 0 0.2 0.4 0.6 0.8 1 1.2 if,forward current(a) vf,forward voltage(v) 85  150  25  - 55  1.00e-10 1.00e-09 1.00e-08 1.00e-07 1.00e-06 1.00e-05 1.00e-04 0 20 40 60 80 100 120 ir(a) vr(v) 85  150  25  - 55  0.3 0.35 0.4 0.45 0.5 0.55 0.6 0 10 20 30 40 50 ct,capacitor(pf) vr,reverse voltage(v) f=1mhz ta=25  if vs. vf ir vs. vr ct vs. vr leshan radio company, ltd. rev.c   mar.  2018 2/3

 l1ss400bst5g,s-l1ss400bst5g switching diode 7.outline and dimensions 8.soldering  footprint g 0.30 b 0.20 0.25 e 0.55 0.60 sod882 dim min typ. max d 0.95 1.00 0.65 e - c 0.70 a1 0 - 0.05 0.64 - l 0.44 0.49 0.54 0.30 a 0.43 0.48 0.53 x 0.40 x1 1.10 y 0.70 a3 0.127ref. all dimensions in mm dimensions (mm) 1.05 leshan radio company, ltd. rev.c   mar.  2018 3/3
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