

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						4X150D			6100A			SDZ20VG			020RL			TPCP8403			AM8127DT			PIC18F25			BCM91160			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				SMC1005R08MZF Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  superworld  electronics  (s)  pte  ltd pg. 1 05.01.2015 smc1005 series smd power inductors note : specifications subject to change without notice. please check our website for latest information. (a) (b) 1. part no. expression : (b) dimension code (c) inductance code : r10 = 0.10uh (a) series code (d) tolerance code : m =  20% (e) z : standard products (c) (f) f : rohs compliant s m c 1 0 0 5  r 1 0 m z f 2. conf igurat ion & di me ns ions : a 3. sche mati c : 10.2 max. 5.00 max. 2.50 0.30 bcd 7.00 max. unit : mm f 1.30 0.20 4. mate ri als : d) adhesive  c) clip b) core  a) core  g 6.35 ref. h 3.0 ref. i 2.0 ref. a b c d pcb pattern (d)(e) (f) r10 a b c f f d i i g h

 superworld  electronics  (s)  pte  ltd pg. 2 5. ge ne ral sp ecif ication : 6. electrical characteristics : a) temp. rise : 40 c max. at irms b)   l / l0a  :  20% max. at isat c) operating temperature : -40 c ----+125 c 05.01.2015 smc1005 series smd power inductors note : specifications subject to change without notice. please check our website for latest information. inductance ( uh ) 0.085  20% smc1005r10mzf SMC1005R08MZF part number max. 0.42 dc resistance ( m ?  ) ( hz ) frequency test 1v/100k ( a ) irms 50 ( a ) isat 70 0.100  20% 0.42 1v/100k 50 70 d) storage condition (component in its packaging) i) temperature : -10 to 40 c ii) humidity : 60% smc1005r12mzf 0.120  20% 0.42 1v/100k 50 52 smc1005r15mzf 0.155  20% 0.42 1v/100k 50 40 smc1005r22mzf 0.220  20% 0.42 1v/100k 50 33

 superworld  electronics  (s)  pte  ltd pg. 3 7. characteristics curves : 05.01.2015 smc1005 series smd power inductors note : specifications subject to change without notice. please check our website for latest information.

 superworld  electronics  (s)  pte  ltd pg. 4 7. packaging information : 05.01.2015 smc1005 series smd power inductors note : specifications subject to change without notice. please check our website for latest information. ( 1 ) configuration a style 13-24 ( 2 ) dimensions ( 3 ) q'ty & g.w. per package n b ?c inner : reel outer : carton 330 a 13 21 0.8 bc 24 d 50 gn -0 * carrier tape width : d g ?c embossed carrier 30.4 t unit:m/m     d t 2.0 0.5 cover tape smc1005 series 1000 q'ty (pcs) 1850 13-24 g.w. (gw) style g.w. (kg) 4000 8.4 q'ty (pcs) 38 x 36.5 x 21 size (cm) 26 +0 r10 r10 r10 16 4 200 400
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