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		  Datasheet File OCR Text:


		    ebu - 101 g lf     gigabit & high power  base unit for  poe     bothhand usa       ebu-  101g lf -  spec-a0-  090109   page 1/2   1.    features ?g     1.1.     rj- 45 input / output connector     1.2.     input / output common ground     1.3.     power / data mixer     1.4.     10 / 100 / 1000 base -t    1.5.     ethernet switches expand to wireless access point     1.6.     rohs converter certified by sgs           2.  input / output specifications ?g       2.1.     dc input voltage   ?g   48v   5 %   * d epend on   external switching adapter   2.2.     dc output voltage   ?g   48v   5 %   * d epend on  input voltage   2.3.     dc  output current   ?g   720m a max.     2.4.     over current protection   ?g   multi - fuse open   *   i h  =  1. 5a   2.5.     power on indicator   ?g   green  led display       3.  mechanical dimension ?g       units :   mm     &      tolerance  :  0.xx   0.25     4.  general sepcification:   4.1.     operating temperature   ?g   0j  ~ +50 j    4.2.     storage temperature   ?g   -20j  ~ +70 j    4.3.     humidity  ?g   up to 90 %    

   ebu - 101 g lf     gigabit & high power  base unit for  poe     bothhand usa       ebu-  101g lf -  spec-a0-  090109   page 2/2   5.  pin assignment :     pin  input sk1  output sk2   pin  1  tx1 (+)  tx1 (+)  1  2  tx1 (-)  tx1 (-)  2  3  rx1 (+)  rx1 (+)  3  4  tx2 (+)  tx2 (+)  &  +48v   4  5  tx2 (-)  tx2 (-)  &  +48v   5  6  rx1 (-)  rx1 (-)  6  7  rx2 (+)  rx2 (+)  &  gnd  7  8  rx2 (-)  rx2 (-)  &  gnd  8  power in interface:  dc phone jack     o.d. x i.d. = 5.5 x  2.5 r     
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