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		  Datasheet File OCR Text:


		  lfb series 3mm  press fit, low profile  diffused rigid light pipe            mounting hole size ?0.112 + 0.002 [?2.6 length0.010 ?see ordering data? ?0.130+0.005 [?3.3+0.508] 0.030+0.005 [0.8+0.508] dimensions in inches [mm] + 0.05] ?0.118 +0.005 [?3.0+0.508] lfb series litepipe      tm  f ea tur es diffused r ound 3mm  surface for super wide vie wing angle a t 120 degr ees applications ? ? ? ? optical g r ade polycarbon a te f or maximum light tr ansmission ? standar d lengths from 0.125? to 1.000? ? wide viewing angle at 120 degrees rtn112 retainer provides a reliable  solution for high-vib r a tion environments (optional) ? fr osted surf ace diffuses light and p r o vides  unif orm brightness and a soft glow low profile, flush panel design press fit (front panel mount) with crushable ribs  that simplifies installation for use with surface-mount or through-hole  leds ? custom lengths a v ailable ? no physical connection between light pipe and  led provides versatility for assembly ? ? audio/video ? communic a tion ? darkr oom equipment ? electrical panels ? entertainment ? industrial ? medical ? iot ? security ? studio contr ol ? tr ansporta tion key features dimensions 1 ? the first call for illuminated components www.vcclite.com 1.800.522.5546 01/17 rev 2

 product specifications material p olycarbon a te, clear , ul 94-v0 mounting hole 0 . 1 1 8 ? +   0 . 005  ( 3.0 mm + 0.508) panel thickness 0.040? (1.02mm) to 0.093?(2.36mm) installation specification recommendation:  maximum air gap (clearance) between led and light pipe for best performance:    0.020? for wide viewing angle led    0.050? for narrow viewing angle led ? ? length 012 0.125? (3.2mm) 025 0.250? (6.4mm) 035 0.350? (8.9mm) 037 0.375? (9.5mm) 050 0.500? (12.7mm) 063 0.625? (15.9mm) 075 0.750? (19.0mm) 100 1.000? (25.4mm) lfb ctp ordering number: rtn112 retainer for lfb series 3mm light pipe (order  separately) r ecommended f or high vib r a tion applic a tions secur e and uni f orm placement of the light pip e   to the panel  field-proven design ? ? ? panel retainer light pipe please see datasheet  r tn1 12 for more details ordering data and optional accessory compliances and approvals 2 the first call for illuminated components www.vcclite.com 1.800.522.5546 01/17 rev 2
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