

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TSD1858			EXB28V			DG612E			692M1			011N40P1			M5300			09DZ11			IRKV1			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				G2A031000 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  65 shark river road, neptune, new jersey 07753-7423 toll free 1 (888) 922-8330    fx (732) 922-6363  e-mail: globalcomponents@msn.com         g2axx1000     general purpose reed relay    n        features                 ?  molded epoxy body                 ?   1500 vdc isolation                              between coil and contact                 ?    cost effective    n  characteristics                         contact resistance                           100mohm max., initial                         operate time                                     0.5msec max.                         bounce time                                     0.5msec max.                         release time                                     0.2 msec max.                         insulation resistance                      10    ohm min.                         power                                                 10va max.                         switching voltage                             200vdc max.                         switching current                             0.5 amps max.                         carrying current                               0.5 amps max.                         life expectancy                                10   (signal level)                         minimum breakdown voltage         250vdc across open contact                                                                                      1500vac between coil and contact                         operate temperature                       -40 - +85   c                         storage temperature                        -50 - +125   c                         minimum permissible load            100mvdc 10 m   a                         vibration                                            20g (10-2000hz)                         shock                                                 30g (11ms 1/2 sine wave)                         resonant frequency                      3.5khz     n specifications (contact form: 2 form a, dpst-no)                      G2A031000               3              63            2.10            0.3         47.6                 6        standard                     g2a051000             5             250           3.50            0.5          20                 10         standard                     g2a061000             6             250           4.20            0.6          24                 10           standard                     g2a081000             8             700           5.60            0.8          11.4              12         standard                     g2a091000             9             700           6.30            0.9          12.9              15         standard                     g2a121000           12            1050           8.40            1.2          11.4              18         standard                     g2a241000           24            2080         16.80            2.4          11.5              30         standard 11 part  number  nominal   voltage    (vdc)       coil resistance    +/10%   must operate (vdc)   must release (vdc)   circuit schematic  top view 8    rated current    (ma) continuous    voltage     (max) special features n   dimensions (unit:mm) n   pcb layout     
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