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		  Datasheet File OCR Text:


		    bolt channel pin diode   v2                                   advanced:  data sheets contain information regarding a product m/a - com technology solutions  is considering for development. performance is based on target specifications, simulated results,  and/or prototype measurements. commitment to develop is not guaranteed.   preliminary:  data sheets contain information regarding a product m/a - com technology  solutions has under development. performance is based on engineering tests. specifications are  typical. mechanical outline has been fixed. engineering samples and/or test data may be available.  commitment to produce in volume is not guaranteed.   ?   north america   tel: 800.366.2266   ?   europe   tel: +353.21.244.6400   ?   india   tel: +91.80.43537383               ?   china   tel: +86.21.2407.1588        visit www.macomtech.com for additional data sheets and product information.     m/a - com technology solutions inc. and its affiliates reserve the right to make  changes to the product(s) or information contained herein without notice.    1   madp - 000506 - 014400    symbol   units   conditions   min.   typ.   max.   c j   pf   1 mhz / 100v   -   -   0.7     r s    ?   100 mhz / 100ma   -   -   0.30   v f   v   +100ma   -   -   1.0   i r   a   - 500v   -   -   1   t l    s   i f 10ma /i r 6ma   -   3   -   m   micron   i region     51        c/w   -       15   electrical specifications @ t amb  = +25c   absolute maximum ratings 1   1.   exceeding   any one of the   above   conditions   may cause  permanent damage to the device .   parameter   maximum   voltage   500   operating temperature         -   65c to +150c   storage temperature         -   65c to +200c   junction temperature   +175c   soldering temperature   280c for 10 seconds   dim.   mils   millimeters   min.   max.   min.   max.   a     20       0.51         b   249   255   6.32   6.48   c   118   128   3.00   3.25   d   159   162   4.04   4.11   e   57   67   1.45   1.70   f   202   208   5.13   5.28   g   405   415   10.30   10.50   h   5   9   0.13   0.23   i   125   145   3.18   3.68   j   93   99   2.36   2.51   k   76   82   1.93   2.08   l   76   82   1.93   2.08   m   127   133   3.23   3.38  
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