

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						WGS10			AT1780			12204			74LV1G			D22012P			49LF020A			BX3008			CDBW140			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				GKR24018 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  v rrm  = 400 v - 1800 v i f  = 320 a features ? high surge capability do-9 package ? equivalent to skr240 series ? not esd sensitive gkr parameter symbol gkr240/04 gkr240/08 gkr240/16gkr240/1 8 unit re p etitive  p eak reverse volta g e v rrm 400 800 1600 1800 v 1400 gkr240/04 thru gkr240/18 gkr240/14 1200 gkr240/12 maximum ratings, at t j  = 25 c, unless otherwise specified (gkn has leads reversed)  silicon standard  recover y  diode ? types from 400 v to 1800 v v rrm conditions 2 1 2 1 pp g dc blocking voltage v dc 400 800 1600 1800 v continuous forward current         i f 320 320 320 320 a operating temperature    t j -55 to 150 -55 to 150 -55 to 150 -55 to 150 c storage temperature    t stg -55 to 150 -55 to 150 -55 to 150 -55 to 150 c parameter symbo l gkr240/04 gkr240/08 gkr240/16gkr240/1 8 unit diode forward voltage 1.4 1.4 1.4 1.4 thermal characteristics thermal resistance, junction -  case r thjc 0.20 0.20 0.20 0.20 k/w 60 60 ma 60 0.20 0.20 reverse current i r v r  = v rrm , t j  = 25 c 60 1400 1200 -55 to 150 -55 to 150 60 60 gkr240/12 1.4 i f  = 60 a, t j  = 25 c t c   100 c conditions 6000 6000 -55 to 150 320 320 surge non-repetitive forward  current, half sine wave  i f,sm   v electrical characteristics, at tj = 25 c, unless otherwise spe cified 6000 v f 6000 6000 -55 to 150 a 6000 1.4 gkr240/14 t c  = 25 c, t p  = 10 m s feb 2016 latest v ersion of this datasheet at:  www. genesicsemi.com/silicon-products/standard-recovery-rectifiers/ 1

 fig 1: forward characteristics fig 2: forward current vs case te mp gkr240/04 thru gkr240/18 fig 3: transient thermal impedence  vs time fig 4: power dissipat ion vs forward current feb 2016 latest v ersion of this datasheet at:  www. genesicsemi.com/silicon-products/standard-recovery-rectifiers/ 2

 package dimensions and terminal configuration product is marked with part  number and terminal configuration. gkr240/04 thru gkr240/18 do-9 (do--205ab)  d   h   i  f b  2 1 g   a   e   c                                       inches  millimeters  min  max  min  max  a  m 20 * p 1.5   b  -----  1.10  -----  27.94  c  1.24  1.25  31.5  31.90  d  5.31  5.98  135  152  e  0.78  0.828  19.60  21.03  f  0.470  0.530  11.94  13.46  g  -----  1.122  -----  28.5  h  -----  0.787  -----  20.0  i  0.330  0.350  8.38  8.89  1 feb 2016 latest v ersion of this datasheet at:  www. genesicsemi.com/silicon-products/standard-recovery-rectifiers/ 3
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